MANUAL: Ross EasyGlide Ross MiniGlide MANUAL: Ross EasyGlide Ross MiniGlide

3. EasyGlide
4. EasyGlide + FlexiBelt

Ross Ross 1. 2.

EasyGlide MiniGlide

Maintenance: Can be cleaned with disinfectant.

EN Maintenance: Check that the easer board is whole and undamaged. If it is damaged dispose of it.
Information: For further information, contact your transfer technology specialist or our agent or go
to: www.romedic.com.
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EasyGlide + FlexiBelt

Placering: Se bild 1. Borttagande se bild 2.
SE Skétsel/vedligeholdese: Kan rengéras med desinfektionsmedel.
NO Funktionskontroll: Kontrollera att glidskivan dr hel och fti frin skador. Om glidskivan ar skadad skall
L den kasseras.

Information: Yttetligare information om produkten kan himtas pa www.romedic.com
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EasyGlide + FlexiMove + FlexiBelt

Pflege: Kann mit Desinfektionslésung gereinigt werden.

DE Funktionskontrolle: Das Rutschbrett auf einwandfreien Zustand prifen. Bei Schiden das Hilfsmittel
sofort ausrangieren.

Informationen: Fiir weitere Hinweise wenden Sie sich bitte an Thren Spezialisten fir Fortbewegungs-
technik, an unseren Vertragshindler oder an unsere Homepage: www.romedic.com.

Max load
135 kg
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Visual inspection
Ensure that the material and the seams are not damaged.
Verify that the material is not worn or bleached.

Mechanical load or stress
Apply pressure to the buckles and handles and verify
that they will not open or break under heavy loads.

Stability test
Carefully bend the slab to verify that it is elastic but still
feels firm and solid.
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Friction Test

Low friction — Ensure that the surface is smooth and slides
effortlessly.

High friction — Ensure that the surface is rough and prevents
the transfer aid from moving.

Compare with a new product.

MAKE SURE YOUR TRANSFER AID
IS IN PERFECT WORKING ORDER!

Transfer aids get older too. Conduct regular checks to ensure that they are safe and in perfect working order!
An aid that does not meet the required demands must be removed from service immediately.
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Aids with Aids with Aids with Aids with
handles and straps buckles a stiff core low or high friction

Check safety Check safety Check safety Check function
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The latest version of the manual can be downloaded from our web page www.romedic.com/manuals.htm

T — 1T

=

Ross Medical Equipment AB
P.O.Box 5502 « Djupdalsvagen 30 Tel: +46 859477333 Internet: www.romedic.com
SE-192 05 Sollentuna « Sweden Fax: +46 8-594773 44 E-mail: office@romedic.com

RoMedic

www.trigonreklam.se



