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MANUAL: Ross WendyLett

Ross

WendyLett

Purpose: For turning patients over in bed.

Positioning: Position the mattress cover in such a way that the smooth surface is in the centre of the bed. Place
the top "draw" sheet over the mattress cover.

Checking functionality: Make sure that the rough surfaces of the mattress cover are evenly distributed on both
sides of the bed - these rough surfaces act as a security against the patient slipping.

Avsedd anvindning/beregnet brug: Vindning/vending i sing.

Placering: Madrassfodralet/madrasbetrakket/madrasstrekket placeras med den glatta ytan/ glatte flade / glatte
flaten i mitten av singen. Draglakanet/Traklagnet/ Trekklakenet liggs ovanpé mardassfodralet/
madrasbetrekket/madrasstrekket.

Kontroll av funktion: Se till att madrassfodralets/madrasbetrakkets/madrasstrekkets striva ytor/ujzvne fla-
der/ujevne flater ir jimnt férdelade p4 bida/begge sidor av singen - dessa striva ytor/ujevne flader/ujevne
flatene fungerar som sikerhet mot urglidning/udglidning/utglidning.

Vorgesehen fiir: Wenden im Bett.

Plazierung: Die Matratzenhiille mit der glatten Fliche in Bettmitte anordnen. Das Zuglaken auf die Matratzen-
hiille legen.

Funktionskontrolle: Die rauhen Seiten der Matratzenhiille miissen gleichmiBig auf beiden Seite des Betts
verteilt sein — diese rauhen Seiten dienen als Gleitschutz.
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Visual inspection
Ensure that the material and the seams are not damaged.
Verify that the material is not worn or bleached.

Mechanical load or stress
Apply pressure to the buckles and handles and verify
that they will not open or break under heavy loads.

Stability test
Carefully bend the slab to verify that it is elastic but still
feels firm and solid.
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Friction Test

Low friction — Ensure that the surface is smooth and slides
effortlessly.

High friction — Ensure that the surface is rough and prevents
the transfer aid from moving.

Compare with a new product.

MAKE SURE YOUR TRANSFER AID
IS IN PERFECT WORKING ORDER!

Transfer aids get older too. Conduct regular checks to ensure that they are safe and in perfect working order!
An aid that does not meet the required demands must be removed from service immediately.
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Aids with Aids with Aids with Aids with
handles and straps buckles a stiff core low or high friction

Check safety Check safety Check safety Check function
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The latest version of the manual can be downloaded from our web page www.romedic.com/manuals.htm
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